Abstract-In this work we are going to simulate a field programmable cyclic redundancy check circuit architecture. The transmitted data or stored data must be free from error. The increased use of error correction techniques by digital communications designers has created a demand for tools to evaluate and exercise error correction coding approaches before they are committed to expensive ASICs or firmware. Cyclic redundancy check is an error detection method but it can be used only for a specific application. A field programmable circuit is one which enables a wide range of polynomial width and input port width to be used with in the same circuit. The parameters are reprogrammable and it is fully flexible. The circuit also consists of an embedded configuration controller that reduces the programming time and complexity. The hardware cost is reduced and the line speed is increased. The primary tool used is modelsim 6.1a.
I. INTRODUCTION
A cyclic redundancy check (CRC) or polynomial code checksum is a non-secure hash function designed to detect accidental changes to raw computer data, and is commonly used in digital networks and storage devices such as hard disk drives. A CRC-enabled device calculates a short, fixed-length binary sequence, known as the CRC code or just CRC, for each block of data and sends or stores them both together [1, 3] .. When a block is read or received the device repeats the calculation; if the new CRC does not match the one calculated earlier, then the block contains a data error and the device may take corrective action such as rereading or requesting the block be sent again, otherwise the data is assumed to be error free. CRCs are so called because the check (data verification) code is a redundancy (it adds zero information) and the algorithm is based on cyclic codes [2, 4] . The term CRC may refer to the check code or to the function that calculates it, which accepts data streams of any length as input but always outputs a fixed-length code. CRCs are popular because they are simple to implement in binary hardware, are easy to analyse mathematically, and are particularly good at detecting common errors caused by noise in transmission channels. A CRC is an error-detecting code. Its computation resembles a polynomial long division operation in which the quotient is discarded and the remainder becomes the result, with the important distinction that the polynomial coefficients are calculated according to the carry-less arithmetic of a finite field [5, 6] . The length of the remainder is always less than the length of the divisor (called the generator polynomial), which therefore determines how long the result can be. The definition of a particular CRC specifies the divisor to be used, among other things. Although CRCs can be constructed using any finite field, all commonly used CRCs employ the finite field GF. This is the field of two elements, usually called 0 and 1, comfortably matching computer architecture. The rest of this article will discuss only these binary CRCs, but the principles are more general. An important reason for the popularity of crcs for detecting the accidental alteration of data is their efficiency guarantee. typically, an n-bit crc, applied to a data block of arbitrary length, will detect any single error burst not longer than n bits (in other words, any single alteration that spans no more than n bits of the data), and will detect a fraction 1 − 2 − n of all longer error bursts. errors in both data transmission channels and magnetic storage media tend to be distributed non-randomly (i.e. are "bursty"), making crcs' properties more useful than alternative schemes such as multiple parity checks [7, 8, 9] . 
.2 Computation of CRC
To compute an n-bit binary CRC, line the bits representing the input in a row, and position the (n+1)-bit pattern representing the CRC's divisor (called a "polynomial") underneath the left-hand end of the row. Here is the first calculation for computing a 3-bit CRC 11010011101100 <---input
If the input bit above the leftmost divisor bit is 0, do nothing and move the divisor to the right by one bit. If the input bit above the leftmost divisor bit is 1, the divisor is exclusive-ORed into the input (in other words, the input bit above each 1-bit in the divisor is toggled). The divisor is then shifted one bit to the right, and the process is repeated until the divisor reaches the righthand end of the input row. Here is the last calculation:
00000000001110 <---result of previous
Since the leftmost divisor bit zeroed every input bit it touched, when this process ends the only bits in the input row that can be nonzero are the n bits at the right-hand end Lakshmi Ravali, T.R.Sughapriya, J.Jenitta, K.Vaishnavi, Priyanka Paree Alphonse
Cloud security and compliance -a semantic approach in end to end security 509 of the row. These n bits are the remainder of the division step, and will also be the value of the CRC function (unless the chosen CRC specification calls for some post processing) shown in fig
1.
Designing CRC polynomials
The selection of generator polynomial is the most important part of implementing the CRC algorithm. The polynomial must be chosen to maximize the error detecting capabilities while minimizing overall collision probabilities. The most important attribute of the polynomial is its length (the number of the highest nonzero coefficient), because of its direct influence of the length of the computed checksum.
III.
Field programmable CRC
Exclusive OR Tree
The cyclic redundancy check, or CRC, is a technique for detecting errors in digital data, but not for making corrections when errors are detected. It is used primarily in data transmission. In the CRC method, a certain number of check bits, often called a checksum, are appended to the message being transmitted. The receiver can determine whether or not the check bits agree with the data, to ascertain with a certain degree of probability whether or not an error occurred in transmission. If an error occurred, the receiver sends a "negative acknowledgement" (NAK) back to the sender, requesting that the message be retransmitted. The technique is also sometimes applied to data storage devices, such as adisk drive. In this situation each block on the disk would have check bits, and the hardware might automatically initiate a reread of the block when an error is detected, or it might report the error to software. It consists of a single exclusive or gate together with some control circuitry. For bit parallel transmission, an exclusive or tree may be used, to compute the parity bit in softwareshown in fig 2. Other techniques for computing a checksum are to form the exclusive or of all the bytes in the message, or to compute a sum with end-around carry of all the bytes. In the latter method the carry from each 8-bit sum is added into the least significant bit of the accumulator. It is believed that this is more likely to detect errors than the simple exclusive or, or the sum of the bytes with carry discarded. A technique that is believed to be quite good in terms of error detection, and which is easy to implement in hardware, is the cyclic redundancy check. This is another way to compute a checksum, usually eight, 16, or 32 bits in length, that is appended to the message.
The following facts about generator polynomials are proved in [ Table 1 Generator polynomials of some CRC codes
The CRC standards differ in ways other than the choice of generating polynomial. Most initialize by assuming that the message has been preceded by certain nonzero bits, others do no such initialization. Most transmit the bits within a byte least significant bit first, some most significant bit first. Most append the checksum least significant byte first, others most significant byte first.
Some complement the checksum.
The usual solution to this problem is for the sender to complement the checksum before appending it. Because this makes the remainder calculated by the receiver nonzero (usually), the To develop a hardware circuit for computing the CRC checksum, we reduce the polynomial division process to its essentials. The process employs a shift register, which we denote by CRC. This is of length r(the degree of G) bits, not as you might expect. When the subtractions(exclusive or's) are done, it is not necessary to represent the high-order bit,because the high-order bits of Gand the quantity it is being subtracted from are both 1. The division process might be described informally as follows:
Initialize the CRC register to all 0-bits.
Get first/next message bit m.
If the high-order bit of CRC is 1, Shift CRC and mtogether left 1 position, and XOR the result with the low-order rbits of G.
Otherwise, Just shift CRC and mleft 1 position.If there are more message bits, go back to get the next one. It might seem that the subtraction should be done first, and then the shift. It would be done that way if the CRC register held the entire generator polynomial, which in bit form is bits.
Instead, the CRC register holds only the low-order rbits of G, so the shift is done first, to align things properly. 
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Frame check sequence
The CRC is a more complicated, but robust, error checking algorithm. The main idea behind the CRC algorithm is to treat a message as a binary bit stream and divide it by a fixed binary number.
The remainder from this division is considered as the checksum. Like in division, the CRC calculation is also an iterative process. The only difference is that these operations are done on modulo arithmetic based on mod2. The checksum is a unique number associated with a message or a particular block of data containing several bytes. Whether it is a data packet for communication or a block of data stored in memory, a piece of information like the checksum helps to validate it before processing. The simplest way to calculate a checksum is to add all of the data bytes present in the message. However, this method of checksum calculation fails when format for an increased number of parallel arithmetic units. In future we are going to increase the throughput by reducing clock rate.
